HOT-DIPPED GALVANIZED STEEL PIPE




Profile of Youta

YouFa Group The headquarter of Youfa Corporation locates at the largest
welded pipe production base in China-Daqiuzhuang Village, We are a corporate
company that only could manufacture straight seamless and ERW pipe and also hot
galvanizéd steel pipe, helical welded pipe, spiral welded pipe but also could make
steel, iron independently. We now have 20 welded pipe production lines, 10 hot
galvanized steel pipe production lines, 8 helical welded pipe production lines, 2 hot

rolled sheet production lines, 5 production lines of clectrode for arc welding, 3

plastic lined pipe production lines and the mills of producing steel and iron.

The yearly anticipated out put are 1.5 million tons welded pipes, 500 kilotons
hot galvanized steel pipes, 20 kilotons plastic lined steel pipes, 200 kilotons helical
welded pipes, 170 kilotons hot rolled sheets, 50 kilotons welding electrodes and 600
kilotons billets ( the total volume can be 2.53 million tons after full operation ).
Among them, the production scale and the brand ‘of welded pipe, hot galvanized

steel pipe and helical pipe are in a leading place in such national field.

In 2004, we were recommended by our customers “the first brand of
customer satisfaction for quality and credit in Chinese mark” in the welfare
activities organized by market information center of People Daily: in 2005, we were
chosen by Chinese Economy Propagation Center of Chinese Enterprisé Assessment
Association as “No. 319 of the yearly top 500 Chinese Developing Middle and Small
Enterprises” The holding compani.es Tianfeng Ironand Steel Co.,. Ltd, Youfa Steel.
Pipe Group Co., Ltd and Youcheng Galvanized Steel Pipe Co., Ltd were awarded as
No. 23, No. 24 and No. 67 in Top 100 Private Enterprises in 2004. “Youfa” brand
was evaluated as the famous brand by China Administration Bureau for Industry

and Commerce in 2006.
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Black pipe , hot-dipped galvanized welded steel pipe under ASTM AS3

. tkg/m)
Nomingl Size | Outside Dismetsrimm) | Wall Thicknessimm)| Weight Grade| Schadul b Grade A Test pr . w%‘:ﬁ;g:. ’

172 21.3 277 STD 40 4.83 . 1.27
3/4 26.7 287 sTO 40 483 1.69
1 334 338 STD 40 4.83 2,60
1-1/4 422 366 sTO 40 827 3.9
1-1/2 483 3.68 sSTD 40 827 4.05
2 60.3 XL sTD 40 16.86 5.44

2 12 73.0 516 STD 40 17.21 8.63
a 889 5.49 8TO 40 15.31 11.29

a 114.3 6.02 8D 40 13.10 16.07







